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• 2x 720P PoE camera with infrared day/night IP66 with brackets
• NVR H264 compression (4 channels) mutli-language
• 1To hard drive installed
• Optical mouse and 1x remote control for DVR
• Quick start guide
• CD software
• 2 years warranty

INCLUDED 

IN THE KIT

1To included

NVR H264

Easy Remote Access

4 X RJ45 PoE

Easy to install
less 10min

GIGAMEDIA GGM KIPIP2C is reliable and affordable plug and play kit with 4 channels recording 
All of the professional surveillance functions are embedded in the NVR. 

iOS ANDROID

REMOTE ACCESS

KIT IP HD PLUG & PLAY

2 HD CAMERA 720P + NVR PoE + 1TB INCLUDED
GGM KITIP2C

DOWNLOAD YOUR
REMOTE APP

“Easiest IP video surveillance solution 
for small systems !”

THE FIRST 
PLUG & PLAY -  HD
VIDEO IP KIT 
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NVR TECHNICAL
SPECIFICATIONS

MODEL 

GGM CCKITNVR

SYSTEM 

User Interface Graphic User Interface (OSD)
OS Embedded Linux
Operation Mode preview, record, playback, 

backup, network
Password Security Multi-level user management
ONVIF Support

A/V INPUT & OUTPUT

Video input 4 CH 720P RJ45 powered by PoE 
& 1 RJ 45(by switch)

HDMI output Supports
VGA output Supports
Display 1/4 optional
Video standard PAL/NTSC
CVBS main output 1CH, BNC connector
Audio output 1CH,RCA  connector

A/V ENCODING PARAMETERS

Video compression H.264 
Display frame rate PAL : 100 fps (4 x 25 fps)
Recording frame rate PAL : 100 fps(4 x 25 fps)    
Video encoding resolution PAL : 720P(1280X720)
Video frame rate PAL : 1-25FPS
Video bit rate 720P:1536kbps-3072kbps;
Stream Type Video & Audio/Video
Audio compression ADPCM
Recording mode Always / Schedule / Alarm recording /

Motion detection recording
Video search Time/Channel/Event  
Audio bit rate 8—32kbps 
Dual-stream Main stream:720P; 

Sub stream1: VGA/QVGA, 
Sub stream2: 720P (8FPS);

Mobile phone Monitor Supports Android /iOS/Black berry
Recording resolution 4 CH 720P Recording 

+ 4 CH  realtime Playback

HDD STORAGE

Type 1 slot SATA
Maximum capacity 4TB for each Sata connector

EXTERNAL CONNECTORS

Voice talk Support, 1CH BNC line in/1CH 
RCA audio out.

Record mode Audio & Video recording simultaneously 
Remote control Supports
Mouse control Supports
Network protocol Supports IE/PPPoE/DDNS/RTSP
Domain name server 88110, reelink, 3322, dyndns, 
(DNS) no-ip, changeip, dnsexit 

(domain name server as default )
Network  1 RJ45 10/100
USB Connector 2 USB 2.0 
Firmware update Support USB update/Network update  
Alarm input 4 
Alarm output 1

OTHERS

Power supply DC 12V 5A
Alimentation PoE 802.3af 
+ alimentation individuelle 
(DC 12V 2A)

Operation Temperature -10°C-＋55°C 
Operation Humidity 10% - 90%
Chassis Standard 1U
Dimension 315 (L) x 230 (W) x 45 (H) mm
Weight(without HDD) ≤1.5Kg 

WARRANTY 

2 years

1 RJ 45 (switch)

10/100

4 CH 720P RJ45 

powered by PoE

2 USB 2.0 Power supply
12 V 5 A

1CH BNC line in

1CH RCA audio out. HDMI outputVGA output

1CH

BNC connector

4 input / 1 output
Alarm
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your contact

MODEL

GGM KITIPCAM

PARAMETER

Image Sensor 1/2.7" CMOS Digital Image
Sensor(SONY IMX138)

Pixels 1280 (H) x 720 (V)
minimum illumination 0.01 Lux
S/N 45db
IR > 10 to 15m 
IR-Cut Color to BW : 2Lux; 

BW to Color : 6Lux

OPTICAL LENS

Interface M12
Lens Fixed Iris Lens
Focal length 3,6mm 

NETWORK

Network interface RJ45 10/100 
Network Protocol HTTP, TCP, ARP, RTSP, RTP,

UDP, RTCP
SMTP, FTP, DHCP, DNS, DDNS,
PPPoE, IPv4/v6, SNMP, QoS,
UPnP, NTP

ONVIF Supports 
Network Preview Web server embedded, 

Support IE

VIDEO

Video encode H.264 Baseline Profile/
H.264 Main Profile

Resolution Main stream:720p @25fps;
Sub stream:VGA/QVGA@
25fps/720P @8fps

Bitrate Main stream:500Kbps～
6000Kbps; Sub
stream:159Kbps～1600Kbps

CBR/VBR Support

ALARM

NO

OTHERS

Operation Temperature -20°C＋ 55°C
Operation Humidity 0% - 90%
Power supply DC 12V / PON

(power by NVR mainboard)
Protection IP66
Power <5w
Dimension ø60 x 113.3mm 

WARRANTY  

2 years

ACCESSORIES

GGM KITIPCAM

GGM KITIPCAM

GGM KITIPNVR

GGM HDD1TO

CAMERAS
SPECIFICATIONS

RÉFÉRENCE DESCRIPTION

Monitor
GGM CCMLCD21PP CCTV Moniteur LCD 21” HD (1920x1080) + Coax + HDMI
Camera 
GGM KITIPCAM Camera IP HD 3,6mm focale fixe
NVR
GGM KITIPNVR NVR (without HDD) H264 
Storage
GGM HDD500G Hard Drive 500Go
GGM HDD1TO Hard Drive 1To 
GGM HDD2TO Hard Drive 2To
Patchcords
GGM CAT610MZH Patch Cord RJ45 C6 UTP 10M Grey 
GGM CAT615MZH Patch Cord RJ45 C6 UTP 15M Grey 
GGM CAT620MZH Patch Cord RJ45 C6 UTP 20M Grey 

GGM CCMLCD21PP

Network PoE
Cable Connection

Power supply
Connection
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