
The GGM NE808XR Ethernet Switch, is a mini desktop switch, is designed for Small Enterprise Business users, for student
dormitory and could be used also for SOHO environment. It has 8 10/100 Mbps Auto-negotiation Ethernet ports, supports auto
MDI/MDIX and store-and-forward function to make sure the packet to be sent each port effectively. “Plug and play” function
helps you set up easily. In addition, it also supports MAC address auto-learning and aging. Moreover, it integrates 1K MAC ad-
dress table. Its really easy to setup and no network management will help you a lot. Reliable and high-stable, it is your best
choice to share your computers Network and / or Internet.

• 8x 10/100M Auto-Negotiation Ethernet LAN ports
• Complies with IEEE 802.3 10Base-T and IEEE 802.3u 100Base-TX standards 
• Supports auto MDI/MDIX 
• NMA auto-negotiation  
• Integrated 1,000 MAC address table
• Mini design
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8 PORTS, FAST ETHERNET SWITCH 
GGM NE808XR 

PART NUMBER DESCRIPTION

GGM NE808XR 8-ports 10/100TX Ethernet Switch - Desktop Format

The front panel of 8 Port Fast Ethernet
Switch includes Link/Act indicators and
one power indicator.
The Rear Panel of the Switch includes 8
10/100Mbps RJ45 ports 
One side panel of the Switch include the
AC power input
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Description 8-ports 10/100TX Ethernet Switch - Desktop Format
Standards IEEE 802.3 10Base-T, IEEE 802.3u 100Base-TX
Topology Star
Protocol CSMA/CD
Transfer data rate Ethernet : 10M bps (Half-Duplex), 20 Mbps (Full-Duplex)

Fast Ethernet : 100 Mbps (Half-Duplex), 200 Mbps (Full-Duplex)
Network cables 10Base-T : UTP Cat.5, 5e  cable (max 100 m) EIA/TIA-568 100 Ω STP (max 100 m)

100Base-Tx : UTP Cat.5, 5e cable (max 100 m) EIA/TIA-568 100 Ω STP (max 100 m)
Speed 10/100 Mbps
Transmission Method Fast store-and-forward
MAC Address Table 1K
Packet Filtering / Forwarding Rate 14880 pps (10 Mbps) per port & 148800 pps (100 Mbps)   per port
Power External universal power supply 
AC INPUT 5 V / 600 mA
Power Consumption 4.2 W 
Operating Temperature 0 °C - 40 °C
Storage Temperature -40 °C - 70 °C
Working Humidity 10% - 90% RH (no condensing)
Storage Humidity 5% - 90% RH (no condensing)
Compliant CE
Dimensions 124 x 59 x 23,10 mm
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